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This paper presents a System-on-a-Chip design methodology that uses 
subsystem as a building block for the development of chips for networki 
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Laundering email spam through open-proxies or compromised PCs is a ' 
to conceal real spam sources and reduce spamming cost in undergrount 
industry. Spammers have been plaguing the Internet by exploiting a lar 
spam ... 
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Mobile ad hoc networks are a promising technology enabling the sponta 
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Ah hoc networks offer increased coverage by using multihop communic; 
architecture makes services more vulnerable to internal attacks coming 
compromised nodes that behave arbitrarily to disrupt the network, also 
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Monitoring network traffic and detecting unwanted applications has beci 
problem, since many applications obfuscate their traffic using unregistei 
or payload encryption. Apart from some notable exceptions, most traffic 
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Performance, in terms of user response time and the consumption of pr 
communications resources, is an important factor to be considered whei 
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Monitoring any portion of the Internet address space reveals incessant ; 
holds even when monitoring traffic sent to unused addresses, which we 
"background radiation. " Background radiation reflects fundamentally nc 
traffic, ... 



Keywords: honeypot, internet background radiation, network telescop< 

9 \ ^ N 

^October 2006 CCS '06: Proceedings of the 13th ACM conference on Compul 
communications security 
Publisher: ACM V v 

Full text available: ||PcSf (871.35 KB) Additional Information: • ^\*v , abstract, referer 
Bibliometrics: Downloads (6 Weeks): 18, Downloads (12 Months): 289, Citatic 

Most of the recent work on Web security focuses on preventing attacks 



Lacm.org/results.cfm?CFID=39387597&CFTOKEN=90263141&adv=lcS:COLL... 



6/6/2009 



Results (page 1): (byte and count and "and" and analyzing) and (tunneling) 



Page 4 of 6 



the browser's host machine and user. In this paper we attempt to quanl 
browsers being indirectly misused for attacking third parties. ... 
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This paper presents AIP (Accountable Internet Protocol), a network arc!" 
provides accountability as a first-order property. AIP uses a hierarchy o- 
addresses, in which each component is derived from the public key of tr 
corresponding ... 
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Network managers are inevitably called upon to associate network traffi 
applications. Indeed, this operation is critical for a wide range of manag 
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As network security is a growing concern, system administrators lock dc 
networks by closing inbound ports and only allowing outbound commun 
selected protocols such as HTTP. Hackers, in turn, are forced to find wa; 
communicate ... 
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This paper describes the Mu It i- Radio Diversity (MRD) wireless system, w 
diversity to improve loss resilience in wireless local area networks (WLA 
coordinates wireless receptions among multiple radios to improve loss r 
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